
KI-04 S

KFC-AY-2T-250D3 KFC-AY-2T-400D3 KFC-AY-2T-600D3
2,39 / 2,70 kW 2,88 / 3,81 kW 3,79 / 4,87 kW

2,58 / 2,94 kW 3,08 / 4,30 kW 3,96 / 5,26 kW

8 / 13 W 15 / 34 W 18 / 38 W

400/454/492 m3/h 590/689/825 m3/h 717/849/979 m3/h

27/30/32 dB(A) 35/39/45 dB(A) 35/40/44 dB(A)

0,42 / 0,48 m3/h 0,51 / 0,67 m3/h 0,65 / 0,85 m3/h

25,40 / 31,60 kPa 33 / 56,70 kPa 33,70 / 50,70 kPa

30,20 / 32,70 kPa 35,70 / 51,90 kPa 33 / 47,10 kPa

Ø3/4” Ø3/4” Ø3/4”

220-240 V / 1 / 50 Hz

(2+T)x2,50 mm2
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Without enforcement
to turn wind(default)

With enforcement
to turn wind

Normal anti-cold
wind(default)

High temperature
anti-cold wind

Turn on E-heater and
heating valve (default）

Turn on E-heater,
turn off heating valve
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Temp.compensation value is
0 under cool mode(default)

Temp.compensation value is
1 under cool mode

emp.compensation value is
2 under cool mode

Temp.compensation value is
3 under cool mode

Temp.compensation value is
3 under heat mode(default)

Temp.compensation value is
1 under heat mode

Temp.compensation value is
6 under heat mode

Temp.compensation value is
8 under heat mode
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Address
0-15
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16-31
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32-47
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48-63

SWITCH FOR
ADDRESS SETTING

‘0-F’of the ENC2 and
‘ON/OFF’of the SW1,the
different position
represents a di fferent
address.Is be combined
64 adress(0-63)

FICHE PRODUIT

EN

CARACTÉRISTIQUES
Modèle

Puissance frigorifique

Puissance calorifique

Consommation

Débit d’air

Pression sonore

Débit d’eau frigorifique

Perte charge évaporateur frig.

Perte charge évaporateur cal.

Connexions hydrauliques

Alimentation

Câble alimentation

SCHÉMA CONNEXION

NOTES:
(1)  Les données et spécifications présentes sur cette fiche peuvent varier sans préavis.
(2)  Les images sur cette fiche sont indicatives et peuvent être différentes de la machine finale.
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Produit certifié par:

Mural

Télécommande recommandée

FICHA PRODUCTO

ESPAÑOL
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Producto certificado por:

NOTAS:
(1)  Los datos y especificaciones presentes en esta ficha pueden variar sin previo aviso.
(2)  Las imágenes de esta ficha son de carácter orientativo, pudiendo ser diferentes a la máquina final.

ESQUEMA CONEXIONES

CARACTERÍSTICAS
Modelo

Capacidad frigorífica

Capacidad calorífica

Consumo

Caudal de aire

Presión sonora

Caudal agua frío

Pérdida carga frío

Pérdida carga calor

Conexiones hidráulicas

Alimentación

Cableado alimentación

Mural

Control recomendado

PRODUCT SHEET

ENGLISH

FEATURES
Model

Cooling capacity

Heating capacity

Power input

Airflow

Sound pressure

Water flow cooling

Evaporator pressure drop cool.

Evaporator pressure drop heat.

Hydraulic connections

Power supply

Power wiring

WIRING DIAGRAM

NOTES:
(1)  The data and specifications present in this sheet may vary without notice.
(2)  The images on this sheet are indicative and may be different from the final machine.
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Product certified by:

Wall-Mounted

Recommended controller
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KFC-AY-2T-250D3 732 mm 915 mm 290 mm 663 mm 233 mm 12,70 kg

KFC-AY-2T-400D3 732 mm 915 mm 290 mm 663 mm 233 mm 12,70 kg

KFC-AY-2T-600D3 892 mm 1.072 mm 315 mm 813 mm 237 mm 14,90 kg

INSTALLATION

DIMENSIONS ET POIDS

Modèle A B C D E Poids

INSTALACIÓN

DIMENSIONES Y PESO

Modelo A B C D E Peso

INSTALLATION

DIMENSIONS & WEIGHT

Model A B C D E Weight


